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NOT TO SCALE
UTILITY CONTACTS BENCHMARK INFO
CITY OF PRESCOTT SURVEY DATUM:
ORGANIZATION CONTACT PHONE EMAIL PRESCOTT MINGO BASE
ARIZONA PUBLIC SERVICE CO C.0.P. GRID N.600,000.00
6672 CORSAIR AVE. MICHELLE CURLEY | 928.961.6779 MICHELLE.CURLEY@APS.COM E. 600,000.00
PRESCOTT, AZ 86301 PROJECTED TO GROUND
ELEV: 5673.955, NAVD 88, GEOID 99
CENTURYLINK
1445 MASONRY WAY ARMEN MCNERLIN | 928.821.4609 | ARMEN.MCNERLIN@CENTURYLINK.COM
PRESCOTT, AZ 86301 BASIS OF BEARINGS
CABLE ONE GEODETIC NORTH PER CITY OF
3801 TOWER ROAD DOUG HAMILTON | 928-910-3096 DOUG.HAMILTON@CABLEONE.BIZ PRESCOTT SURVEY DATUM.
PRESCOTT, AZ 86301
UNISOURCE GAS CO.
6405 WILKINSON DRIVE DIANE SWIGART 928-771-7229 DSWIGART@UESAZ.COM
PRESCOTT, AZ 86301
CITY OF PRESCOTT
WATER AND SEWER STEVE OLFERS
433 N. VIRGINIA STREET UTILITIES MANAGER | 9287711130 STEVE.OLFERS@PRESCOTT-AZ.GOV
PRESCOTT AZ 86301

CITY OF PRESCOTT

PUBLIC WORKS DEPARTMENT
PROJECT No. CIP 2206-001

BUDSAGE COURT
PAVING & DRAINAGE IMPROVEMENTS

SHEET INDEX MAP

SCALE: 1"=100'

AS-BUILT CERTIFICATION:

I HEREBY CERTIFY, TO THE BEST OF MY KNOWLEDGE, INFORMATION AND BELIEF, THAT
THIS PROJECT HAS BEEN COMPLETED IN SUBSTANTIAL CONFORMANCE WITH THE
APPROVED PLANS, SPECIFICATIONS AND REFERENCED STANDARDS, EXCEPT AS SHOWN
HEREON; THAT THESE AS-BUILT PLANS REFLECT THE POSITION OF CONSTRUCTED
IMPROVEMENTS BASED ON FIELD MEASUREMENTS; AND THAT THE MATERIALS USED IN
CONSTRUCTION ARE AS SHOWN BASED ON FIELD OBSERVATIONS AND TEST RESULTS.

THIS CERTIFICATION DOES NOT WARRANT MATERIALS, WORKMANSHIP, METHODS OF
CONSTRUCTION, OR OTHER ITEMS AFFECTING THE WARRANTY OF THIS PROJECT, TO THE
CITY OF PRESCOTT. USERS OF THIS INFORMATION ARE ADVISED TO OBTAIN
INDEPENDENT VERIFICATION OF ACTUAL CONDITIONS.

REGISTERED PROFESSIONAL ENGINEER (CIVIL)

SIGNATURE DATE

DATE
DATE
DATE

Jan 12, 2023
Jan 12, 2023

J

SHEET INDEX

SHEET # TITLE

1 COVER

2 GENERAL NOTES

3 SYMBOLS & ABBREVIATIONS

4 IMPROVEMENT PLAN

5 EROSION CONTROL PLAN

6 DETAILS
CITY OFFICIALS:

PHIL GOODE, MAYOR
CITY COUNCIL:

CONNIE CANTELME
BRANDON MONTOYA
ERIC MOORE
CATHEY RUSING
STEVE SISCHKA
CLARK TENNEY

CONSULTANT:

CIVILTEC ENGINEERING, INC.
2054 N. WILLOW CREEK ROAD
PRESCOTT, AZ 86301

PHONE: 928-771-2376

ATTN: CHRIS DUSZA, P.E., CFM
PROJECT ENGINEER

CITY ENGINEE

REVIEWED BY

Do

UTILITIES MANAGER

OWNER:

CITY OF PRESCOTT

PUBLIC WORKS DEPARTMENT
433 NORTH VIRGINIA STREET
PRESCOTT, AZ 86301

PHONE: 928-777-1130
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EXPIRES 3/31/2025

IN THE EVENT OF

THE PRIVATE ENGINEER SIGNING THESE
PLANS IS RESPONSIBLE FOR ASSURING
THE ACCURACY AND ACCEPTABILITY OF
DISCREPANCIES ARISING AFTER CITY
APPROVAL OR DURING CONSTRUCTION,
THE PRIVATE ENGINEER SHALL BE
RESPONSIBLE FOR DETERMINING AN
ACCEPTABLE SOLUTION AND REVISING
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IF THIS BAR DOES NOT
MEASURE 1" THEN DRAWING
ITEMS ARE NOT TO SCALE
- E
NOTICE TO CONTRACTORS: ﬂatl)l a;t least tv;o full worklntg days\ ke
THE CONTRACTOR IS REQUIRED TO TAKE DUE etore you begin excayation. Oy
PRECAUTIONARY MEASURES TO PROTECT THE m
UTILITY LINES SHOWN AND ANY OTHER LINES NOT > | =
OF RECORD OR NOT SHOWN ON THESE PLANS. o5
THE CONTRACTOR SHALL BE RESPONSIBLE FOR >
NOTIFYING "BLUE STAKE" AT 1-800-STAKE IT Dial 8-1-1 or 1-800-STAKE-IT (782-5348) | w
(1-800-782-5348) TWO WORKING DAYS PRIORTO ~ \__ In Maricopa County: (602) 263-1100 o
ANY EXCAVATION OR CONSTRUCTION. z

CIP# 2206-001


Steven Olfers
Model

Steven Olfers
Text Box
Jan 12, 2023

Ian Mattingly
Stamp

Ian Mattingly
Text Box
Jan 12, 2023


FILE NAME&PATH: X:\2022\2022426.00-COP-BUDSAGE COURT DRAINAGE IMPROVEMENTS\DWG\SHEETS\IMPROVEMENT PLANS\2022426.00-SHET-COVR.DWG

Q
c N o Cz)

1. ALL CONSTRUCTION SHALL CONFORM TO MARICOPA ASSOCIATION OF GOVERNMENTS (MAG), & 19. APPROVAL OF A PORTION OF THE WORK IN PROGRESS DOES NOT GUARANTEE ITS FINAL 1. ALL WORK SHALL CONFORM TO MARICOPA ASSOCIATION OF GOVERNMENTS (MAG), 25. ALL MATERIALS & PRODUCTS THAT COME INTO CONTACT WITH DRINKING WATER 9] O I|'|_J :: H
CITY OF PRESCOTT %30? CONSTRUCTION STANDARDS & SPECIFICATIONS. LATEST REVISIONS, ACCEPTANCE. TESTING AND EVALUATION MAY CONTINUE UNTIL THE WRITTEN FINAL ACCEPTANCE & CITY OF PRESCOTT (COP) CONSTRUCTION STANDARDS & SPECIFICATIONS, OR DRINKING WATER TREATMENT CHEMICALS MUST COMPLY WITH NSF STANDARD = < ~|IT
UNLESS SPECIFICALLY APPROVED BY THE CITY AND MODIFIED ON THE PLANS, IN CONJUNCTION OF A COMPLETE AND WORKABLE UNIT. WHICH ARE ON FILE IN THE OFFICE OF THE CITY ENGINEER. 61. ANY 'OR EQUAL" SUBSTITUTION SHALL ALSO MEET NSF STANDARD 61. o A ~<—(un
WITH THE LATEST REVISIONS OF THE MARICOPA ASSOCIATION OF GOVERNMENTS STANDARD 20. THE CITY OF PRESCOTT MAY SUSPEND THE WORK BY WRITTEN NOTICE WHEN, IN ITS JUDGEMENT, 2. ALL EXISTING FRAMES, COVERS, VALVE BOXES, & MANHOLES SHALL BE EITHER 26. ALL TRENCHES & BEDDING SHALL BE PER COP DETAIL 200P & TECHNICAL
SPECIFICATIONS AND DETAILS (MAG STANDARDS), UNLESS SPECIFICALLY MODIFIED ON THE PLANS. PROGRESS IS UNSATISFACTORY, WORK BEING DONE IS UNAUTHORIZED OR DEFECTIVE, WEATHER REPLACED OR ADJUSTED TO FINISH GRADE DEPENDING ON PLAN CALL OUT SPECIFICATIONS.

2. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO OBTAIN COPIES OF MAG AND CITY OF CONDITIONS ARE UNSTABLE, OR THERE IS A DANGER TO THE PUBLIC HEALTH AND SAFETY. UPON COMPLETION OF PAVING, UTILITY, OR RELATED CONSTRUCTION. 27. ALL MATERIALS USED IN THE INSTALLATION OF WATER MAINS SHALL BE
PRESCOTT STANDARDS AND SPECIFICATIONS AS WELL AS ALL OTHER STANDARDS AND 21. ALL OBSTRUCTIONS IN THE RIGHT OF WAY SHALL BE REMOVED BEFORE ANY CONSTRUCTION IS 3. ANY QUANTITIES SHOWN ON PLANS ARE NOT VERIFIED BY THE PUBLIC WORKS PURSUANT TO AAC R—18—4 & SHALL BE NSF APPROVED FOR POTABLE WATER.

SPECIFICATIONS NECESSARY TO COMPLETELY AND ACCURATELY INTERPRET THESE PLANS. PERMITTED. UTILITIES DIRECTOR. 28. ALL REVISIONS TO ORIGINAL PLANS MUST BE APPROVED BY THE PUBLIC WORKS

3. ALL PLANS SIGNED BY THE CITY ENGINEER ARE NULL AND VOID ONE YEAR FROM DATE OF 22. REMOVAL OF STRUCTURES AND OBSTRUCTIONS AS NECESSARY TO COMPLETE THE WORK, OTHER ACCEPTANCE OF THE COMPLETED WORK WILL NOT BE GIVEN UNTIL 3 MIL MYLAR DIRECTOR PRIOR TO CONSTRUCTION.

SIGNATURE IF CONSTRUCTION HAS NOT STARTED. RESUBMITTAL AND REVIEW SHALL BE REQUIRED, THAN SPECIFICALLY SCHEDULED IN THE BID, IS INCIDENTAL TO THE CONTRACT. NO SEPARATE & CAD FORMAT DIGITAL 'AS—BUILT PLANS ON CITY OF PRESCOTT SURVEY DATUM 29. ALL DUCTILE IRON, COPPER, & BRASS FITTINGS SHALL BE ENCASED IN wn
AFTER ONE YEAR. MEASUREMENT OF OR PAYMENT FOR UNSCHEDULED REMOVAL ITEMS WILL BE MADE. & COORDINATES HAVE BEEN SUBMITTED & SEALED BY A REGISTERED POLYETHYLENE PROTECTIVE WRAPPING IN ACCORDANCE WITH MAG SECTION 610.5 p) -

4. ALL QUANTITIES SHOWN ON THE PLANS ARE APPROXIMATE, ARE NOT VERIFIED BY THE PUBLIC 23. CLEARING AND GRUBBING IS CONSIDERED INCIDENTAL TO THE WORK UNLESS SPECIFICALLY PROFESSIONAL ENGINEER AND APPROVED BY THE PUBLIC WORKS DEPARTMENT. UNLESS COUNTERINDICATED BY GEOTECHNICAL CORROSIVITY TESTING OF BEDDING e =z

WORKS DIRECTOR, AND ARE FURNISHED SOLELY FOR THE CONTRACTOR’S CONVENIENCE. THEY DO IDENTIFIED IN THE BID SCHEDULE. NO SEPARATE MEASUREMENT OF OR PAYMENT FOR CLEARING CITY OF PRESCOTT PUBLIC WORKS UTILITIES SHALL BE NOTIFIED A MINIMUM OF AND SHADING MATERIALS & APPROVED BY THE PUBLIC WORKS DIRECTOR.
NOT NECESSARILY CORRESPOND TO BID SCHEDULE ITEMS. PAYMENT SHALL BE BASED ON BID AND GRUBBING, AND TREE REMOVAL, WILL BE MADE. THE SITE OF ALL EXCAVATION, 24 HOURS PRIOR TO THE START OF ANY WORK. 30. WATER LINES SHALL BE INSTALLED WITH MECHANICAL RESTRAINTS WHERE JOINT CE L
SCHEDULE ITEMS FOR ACTUAL QUANTITIES PROVIDED AND INSTALLED. THE CONTRACTOR SHALL EMBANKMENTS, AND FILLS SHALL FIRST BE CLEARED OF STUMPS, TRASH, WEEDS, RUBBISH ALL WORK & MATERIALS WHICH DO NOT CONFORM TO THE SPECIFICATIONS ARE RESTRAINTS IS REQUIRED. O 2
NOT BE RELIEVED OF HIS RESPONSIBILITY FOR INDEPENDENTLY ESTIMATING WORK QUANTITIES TOPSOIL, AND LOOSE BOULDERS WHICH SHALL BE REMOVED AND DISPOSED OF. PRIOR TO BIDDING SUBJECT TO REMOVAL & REPLACEMENT AT THE CONTRACTOR’'S EXPENSE. 31. WATER SERVICE INTERRUPTION NOTICES SHALL BE GIVEN TO AFFECTED RESIDENTS L
PRIOR TO BIDDING. THE CONTRACTOR MUST SATISFY HIMSELF REGARDING THE CHARACTER OF THE SUBSOILS TO ANY WORK PERFORMED WITHOUT THE KNOWLEDGE OF THE CITY INSPECTOR OR BY THE CONTRACTOR AT HIS EXPENSE. ADVANCE NOTIFICATION REQUIREMENTS ;

5.  CITY OF PRESCOTT PUBLIC WORKS DEPARTMENT PERMID(S) WILL BE REQUIRED FOR ALL OFF-SITE INCLUDE THE AMOUNT OF LOAM, CLAY, SAND, QUICKSAND, HARDPAN, GRAVEL, ROCK, WATER, AND HIS REPRESENTATIVE IS SUBJECT TO REMOVAL & REPLACEMENT AT THE MUST BE APPROVED BY THE PUBLIC WORKS DIRECTOR PRIOR TO SCHEDULING A > (D
CONSTRUCTION AND CONSTRUCTION WITHIN THE PUBLIC RIGHT Ol ALL OTHER MATERIAL TO BE ENCOUNTERED AND WORK TO BE PERFORMED. CONTRACTOR’'S EXPENSE. SHUTDOWN. O — O LIJ

6. IT IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO OBTAIN AT HIS OWN EXPENSE, SUCH 24. THE CONTRACTOR SHALL GUARD AGAINST DAMAGE DURING CONSTRUCTION TO EXISTING 8. THE CONTRACTOR SHALL PROVIDE SUFFICIENT MEN, EQUIPMENT, & MATERIAL ON 32. WATER MAIN TAPS, SERVICE TAPS, SHUTDOWN REQUESTS, AND METER REQUESTS —_— m
PERMITS AS ARE REQUIRED FROM THE APPROPRIATE AGENCIES. PROPERTIES AND IMPROVEMENTS. ANY |TEMS DAMAGED BY THE CONTRACTOR'S ACTIVITIES SHALL THE JOB AT ALL TIMES DURING CONSTRUCTION TO COMPLY WITH SPECIFICATIONS MUST BE INITIATED WITH THE CITY INSPECTOR A MINIMUM OF 5 WORKING DAYS IN | o |—

7. THE PUBLIC WORKS DEPARTMENT SHALL BE NOTIFIED A MINIMUM OF 24 HOURS PRIOR TO BE REPLACED IN KIND OR BETTER AT THE CONTRACTOR'S EXPENSE. & TO COMPLETE THE WORK. ADVANCE. m D (alR
BEGINNING ANY CONSTRUCTION IN THE PUBLIC RIGHT OF WAY. 25. THE CONTRACTOR SHALL KEEP SUITABLE EQUIPMENT ON HAND AT THE JOBSITE FOR 9. CIP INSPECTION TO BE DONE BY THE CITY OF PRESCOTT PUBLIC WORKS o 2 O

8. ANY WORK PERFORMED WITHOUT THE KNOWLEDGE AND APPROVAL OF THE PUBLIC WORKS MAINTENANCE DUST CONTROL, AND SHALL CONTROL DUST AS DIRECTED BY THE APPROPRIATE DEPARTMENT OR THEIR REPRESENTATIVE. PRIVATE DEVELOPMENTS SHALL PROVIDE - =
DIRECTOR AND/OR ALL WORK MATERIALS NOT IN CONFORMATION WITH THE PLANS AND AGENCY. FOR INDEPENDENT 3RD PARTY INSPECTIONS. o O Z
SPECIFICATIONS IS SUBJECT TO REMOVAL AND REPLACEMENT AT THE CONTRACTOR'S EXPENSE. 26. STREET AND TRAFFIC SIGNS SHALL BE RELOCATED BY THE CONTRACTOR IF NECESSARY, AT THE 10. CONTRACTOR TO NOTIFY PROJECT ENGINEER 72 HOURS (3 WORKING DAYS? IN L

9. A THOROUGH ATTEMPT HAS BEEN MADE TO SHOW THE LOCATION OF ALL UNDERGROUND DIRECTION OF THE PUBLIC WORKS DIRECTOR. ADVANCE OF CONSTRUCTION TO SCHEDULE CONSTRUCTION CONTROL STAKING. - L (D _I
OBSTRUCTIONS AND UTILITY LINES IN THE WORK AREA. THE ENGINEER AND THE CITY OF 27. BACKFILL COMPACTION SHALL BE TYPE 1 (MAG, SECTION 601) UNLESS OTHERWISE NOTED. 11. THE CONTRACTOR IS TO UNCOVER ALL EXISTING LINES BEING TIED INTO AND -

PRESCOTT WILL NOT GUARANTEE ANY LOCATIONS OR ELEVATIONS OF EXISTING UNDERGROUND 28. AGGREGATE BASE COURSE SHALL NOT BE PLACED ON SUBGRADE UNTIL SUBGRADE REQUIREMENTS VERIFY GRADES, MATERIAL, SIZE & ELEVATIONS BEFORE COMMENCING (D < <
UTILITES SHOWN ON THESE PLANS. THE CONTRACTOR SHALL BE RESPONSIBLE AND SHALL NOT HAVE BEEN ACHIEVED. CONSTRUCTION & ORDERING MATERIALS. O < Z
BE RELIEVED OF RESPONSIBILITY FOR MAKING A COMPLETE AND ACCURATE ON-SITE 29. NO PAVING CONSTRUCTION SHALL BE STARTED UNTIL ALL UNDERGROUND UTILITIES WITHIN THE 12. IT IS THE CONTRACTOR’S RESPONSIBILITY TO LOCATE ALL UNDERGROUND O = m
DETERMINATION OF THE LOCATIONS, MATERIAL, AND SIZE OF ALL UTILITIES, STRUCTURES, AND ROADWAY PRISM ARE VERIFIED FOR DETAIL CONFORMANCE, COMPLETED AND TESTED (TO INCLUDE PIPELINES, TELEPHONE & ELECTRICAL CONDUITS & STRUCTURES IN ADVANCE OF %) 0] <
FIELD CONDITIONS WHICH MAY AFFECT THE PROGRESS OF THE WORK. THE CONTRACTOR SHALL BE BUT NOT LIMITED TO) SEWER TESTING, LOW AIR TESTING OF MAIN LINE AND SERVICES, TRACE ANY CONSTRUCTION & OBSERVE ALL POSSIBLE PRECAUTIONS TO AVOID ANY D I-IJ
RESPONSIBLE FOR ANY DAMAGE TO STRUCTURES AND UTILITES ENCOUNTERED DURING WIRE TESTING, DEFLECTION TESTING AND VERIFICATION OF MANHOLES CONFORMING TO COP DETAIL DAMAGE TO SUCH. THE ENGINEER &/0OR OWNER WILL NOT GUARANTEE ANY L o Z
CONSTRUCTION AND SHALL FIELD EXPOSE EXISTING UNDERGROUND UTILITIES PRIOR TO TRENCHING 420P. WATER TESTING CHLORINATION/DISINFECTING OF MAIN LINE AND SERVICES, PRESSURE LOCATIONS AS SHOWN ON THESE PLANS, OR THOSE OMITTED FROM SAME. m D ()
IN THEIR VICINITY. TESTING, TRACE WIRE TESTING AND VERIFICATION OF VALVE BOXES CONFORMING TO COP DETAIL 13. CONTRACTOR SHALL NOTIFY 'BLUE STAKE' AT 1-800—STAKEIT m LlJ

10. THE CONTRACTOR IS REQUIRED TO CONTACT BLUE STAKE (1—800—STAKEIT) A MINIMUM OF TWO 391P. 1-800-782-5348) AT LEAST 48 HOURS PRIOR TO CONSTRUCTION. (Al (%

WORKING DAYS (48) HOURS PRIOR TO COMMENCEMENT OF CONSTRUCTION. THE APPROPRIATE 30. ALL ASPHALT CONCRETE PAVEMENT SHALL BE PER APPLICABLE MAG SPECIFICATIONS AS 14. CONTRACTOR SHALL VERIFY ALL QUANTITIES SHOWN & MAKE HIS BID BASED LL (D
UTILITY COMPANIES SHALL BE NOTIFIED BY THE CONTRACTOR PRIOR TO ANY CONSTRUCTION. AMENDED BY THE CITY OF PRESCOTT. ASPHALT CONCRETE MIX DESIGN SHALL BE SUBMITTED TO UPON THOSE VERIFICATIONS. IF ANY DISCREPANCY IN QUANTITIES IS FOUND, THE (D

11.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE RELOCATION AND/OR SUPPORT THE PUBLIC WORKS DIRECTOR OR HIS DESIGNEE FOR APPROVAL PRIOR TO START OF CONTRACTOR SHALL NOTIFY THE ENGINEER AS SUC O
OF ALL UTILITIES, POWER POLES, ETC., THAT MAY BE NECESSARY. CONSTRUCTION. 15. ARIZONA DEPARTMENT OF ENVIRONMENTAL QUALITY REQUIREMENTS MUST BE Z

12, THE CONTRACTOR SHALL BE RESPONSIBLE FOR SUBMITTING TO THE PUBLIC WORKS DEPARTMENT 31.  ALL UTILITY FRAMES, COVERS, VALVE BOXES, MANHOLES, ETC. SHALL BE ADJUSTED TO FINISH COMPLIED WITH. >— ;

FOR APPROVAL, TRAFFIC CONTROL PLANS PRIOR TO BEGINNING CONSTRUCTION. THE CONTRACTOR ASPHALT GRADE AFTER PLACEMENT OF SURFACE COURSE BY THE CONTRACTOR PER COP 16. ARIZONA DEPARTMENT OF ENVIRONMENTAL QUALITY REQUIREMENTS SHALL APPLY -

SHALL DETERMINE AND SUBMIT FOR APPROVAL THE EXACT SIGNING/TRAFFIC CONTROL DEVICES STANDARD DETAILS. WHEN MORE STRINGENT THAN THE MAG OR CITY OF PRESCOTT STANDARD —_— <
NECESSARY AND ALL TRAFFIC CONTROL WORK SHALL BE IN ACCORDANCE WITH THE LATEST 32. ACCEPTANCE OF THE COMPLETED PAVING STRUCTURES WILL NOT BE GIVEN UNTIL REPRODUCIBLE SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION. O (al
REVISIONS THEREOF. NO STREET IS TO BE CLOSED, RESTRICTED, OR CONSTRUCTED UPON UNTIL A "AS—BUILT" PLANS HAVE BEEN SUBMITTED BY THE CONTRACTOR AND APPROVED BY THE CITY. 17. ALL PLANS SIGNED BY THE CITY ARE NULL & VOID ONE YEAR FROM DATE OF

TRAFFIC CONTROL PLAN IS PREPARED BY THE CONTRACTOR AND SUBMITTED TO THE PUBLIC 33. ALL CONCRETE TO BE AT LEAST 3000 PSI CLASS "A” PORTLAND CEMENT CONCRETE, UNLESS SIGNATURE IF CONSTRUCTION HAS NOT STARTED AND/OR IS NOT ACTIVELY

WORKS DIRECTOR ONE WEEK IN ADVANCE FOR REVIEW AND APPROVAL. OTHERWISE SPECIFIED ON THE PLANS, SPECIFICATIONS, OR IN STANDARD DETAILS. PROGRESSING.

13. APPROPRIATE EMERGENCY AGENCIES SHALL BE NOTIFIED A MINIMUM OF 24 HOURS PRIOR TO ANY 34, EDGES OF CONCRETE STRUCTURES TO HAVE A %" CHAMFER UNLESS OTHERWISE SPECIFIED ON 18. PROJECT CONTRACTOR SHALL BE RESPONSIBLE FOR SUBMITTING TRAFFIC
CLOSING OF STREETS. THE PLANS. CONTROL PLANS WHICH SHALL BE MADE A PART OF THE PLAN REVIEW REQUEST

14, THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONSTRUCTION SURVEYING AND LAYOUT WITH 35. CONCRETE SURFACES TO HAVE A BROOM FINISH UNLESS OTHERWISE NOTED ON THE PLANS. TO THE CITY ENGINEER FOR APPROVAL.

CONTROL PROVIDED BY THE DESIGN ENGINEER OR HIS DESIGNEE. 36. ALL EXPANSION JOINTS TO BE SEALED WITH % EXPANSION JOINT, PRE-FORMED JOINT FILLER 19. ALL WATER LINES & APPURTENANCES SHALL BE PROVIDED WITH TRACE WIRE PER

15. THE CONTRACTOR IS RESPONSIBLE FOR QUALITY CONTROL MEASURES SUFFICIENT TO PRODUCE AND SEALER, IN ACCORDANCE WITH MAG SECTION 729. CITY STANDARD DETAIL. TRACE WIRE SHALL BE SUBJECT TO A TRACEABILITY = =
MATERIALS AND WORKMANSHIP OF ACCEPTABLE QUALITY. PRIOR TO CONSTRUCTION THE 37. DRIVEWAY ENTRANCES WILL BE LOCATED AS SPECIFIED ON THE PLANS UNLESS MODIFIED IN THE TEST, EASILY ACCESSIBLE, & ANY DEFICIENCIES SHALL BE CORRECTED PRIOR TO < S §
CONTRACTOR SHALL SUBMIT A QUALITY CONTROL PLAN. THE CONTRACTOR AT HIS OWN EXPENSE FIELD BY THE ENGINEER. ALL DRIVEWAY ENTRANCES SHALL BE CONSTRUCTED OVER 6" THICK PAVING. THE TRACE WIRE SHOULD BE TESTED AND SUBMITTED AS A PACKAGE o 38 &
SHALL PROVIDE AN INDEPENDENT GEOTECHNICAL FIRM TO PERFORM QUALITY CONTROL TESTING AGGREGATE BASE COURSE PER MAG SPECIFICATION 702 AND COMPACTED TO 95% OF STANDARD WITH THE TESTING PACKET. ~ E S g E
SUCH AS SOILS AND CONCRETE TESTING, AND FULL TIME ASPHALTIC CONCRETE LAYDOWN PROCTOR DENSITY, UNLESS OTHERWISE NOTED. 20. WATER—SEWER SEPARATION SHALL BE PURSUANT TO AAC R-18-5-502C. Y O o f 2 ()]
COMPACTION TESTING AND ADEQUATE PLANT CONTROL FOR EACH PAVING DAY. THE CITY, BY 38. ALL DISTURBED FENCES SHALL BE REPLACED IN KIND. CONTRACTOR SHALL EXTEND FENCE 21. WATER MAINS SHALL BE SUBJECT TO A PRESSURE & LEAKAGE TEST IN 8 c[: ~ © g@ 20 8 )
SEPARATE CONTRACT, WILL BE RESPONSIBLE FOR QUALITY ASSURANCE TESTING AS IT MAY DEEM REPLACEMENT TO THE CLOSEST UPRIGHT SUPPORT NECESSARY FOR STABILITY. ACCORDANCE WITH AWWA C—600 STANDARD. S — N~ O 3 % o | X O
NECESSARY. 39. MAILBOXES SHALL BE REMOVED AND REINSTALLED AS DIRECTED BY THE U. S POSTAL SERVICE 22. WATER MAINS SHALL BE DISINFECTED IN ACCORDANCE WITH ADEQ ENGINEERING Lo Ln 8 § S e |0

16. THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL COSTS OF TESTING AND INSPECTION, INCLUDING AND THE CITY OF PRESCOTT TEMPORARY LOCATIONS SHALL BE PER U.S.P. BULLETIN NO. 8 'DISINFECTION OF WATER SYSTEMS'. = % ~ (\.] = = S5 |W
THE PRESENCE OF CITY INSPECTORS, REQUIRED AT NIGHT OR ON WEEKENDS. 40. NO JOB WILL BE CONSIDERED COMPLETE UNTIL ALL CURBS, PAVEMENT, AND SIDEWALKS HAVE 23. OPERATION OF VALVES TO BE DONE BY CITY PERSONNEL ONLY. 500 >~ — 2z :‘E < |k

17. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL RE—WORK AND/OR REMOVAL AND BEEN SWEPT CLEAN OF ALL DIRT AND DEBRIS. 24. DUCTILE IRON PIPE TO BE INSTALLED PER MANUFACTURER’S REQUIREMENTS. ALL = ~~5 8% 5|0
REPLACEMENT OF ALL MATERIALS REPRESENTED BY FAILING TESTS OR SUBSTANDARD 41. THE CONTRACTOR SHALL WARRANT ALL WORK FOR A MINIMUM TWO YEAR PERIOD AFTER FORMAL MATERIALS USED IN THE INSTALLATION OF DUCTILE IRON PIPE SHALL BE ZNoor~ > 2 %0 <
WORKMANSHIP. ACCEPTANCE OF THE WORK BY THE CITY. PURSUANT TO AAC R-18—-4. B < g & E S5 3

18. THE CONTRACTOR SHALL IMPLEMENT BEST—HOUSE—KEEPING MEASURES, AND EROSION AND PSP N 228
SEDIMENT CONTROL MEASURES, TO PREVENT THE TRANSPORT OF CONSTRUCTION MATERIALS INTO Z B v D 2 g B ¥
DRAINAGE INLETS, STORM DRAIN MANHOLES, UTILITY STRUCTURES, OR ONTO ADJACENT STREETS <+ 2 g .5 S 3§ § S 0O
AND PROPERTIES. v H O Xo Tis|m )

O &9 3 S s z O
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Ch / /L J REVISED: [DETAIL No. Ch / /L J REVISED: [DETAIL No. 3= %
COP STANDARD DETAIL GENERAL NOTES 0 LLY [ome/renrs 07/16 101P COP STANDARD DETAIL WATER PLAN GENERAL NOTES 0 LLY [ome/renrs 07/16 103P 2 o
CITY ENGINEER CITY ENGINEER oo
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1. ALL GRADING SHALL CONFORM TO THE CURRENT CITY ADOPTED EDITION OF THE INTERNATIONAL 17.  THE EXPOSED SOILS SHALL THEN BE SCARIFIED TO PROVIDE A BOND WITH NEW FILL, BROUGHT TO A COPY OF THE APPROVED GRADING AND DRAINAGE PLAN FOR THIS PROJECT AND B - = @
BUILDING CODE, AND CITY OF PRESCOTT LAND DEVELOPMENT CODE (REFERENCE CITY OF PROPER MOISTURE CONTENT AND COMPACTED TO AT LEAST 90% OF THE MAXIMUM DENSITY, AS a
PRESCOTT STANDARD SECTIONS). ( DETERMINED BY ASTM D1557-78 OR EQUIVALENT COMPACTION SHALL BE OBTAINED BY METHODS EROSION AND SEDIMENT CONTROL (ESC) PLAN OR STORM WATER POLLUTION =

SPECIFIED BY THE SOILS ENGINEER. ROAD PRISM SUBGRADE SHALL BE COMPACTED TO AT LEAST PREVENTION PLAN (SWPPP) SHALL BE MAINTAINED ON THE SITE AND AVAILABLE FOR

2. ALL PROVISIONS OF THE PRELIMINARY SOILS REPORT PREPARED BY , DATED 95% STANDARD OR MODIFIED PER SOILS ENGINEER'S RECOMMENDATIONS. REVIEW. THOSE ELEMENTS OF THE GRADING AND DRAINAGE PLAN PERTINENT TO OR

SHALL BE COMPLIED WITH DURING OPERATIONS.
18.  THE SOILS AND DESIGN ENGINEER OF RECORD SHALL ALSO BE RESPONSIBLE TO INSPECT, VERIFY REFERENCED ON THE SWPPP SHALL BE CONSIDERED A PART OF THE SWPPP.

3. THIS PLAN IS FOR GRADING PURPOSES ONLY. APPROVAL OF THIS PLAN DOES NOT CONSTITUTE AND REPORT THAT PROPER COMPACTION HAS BEEN OBTAINED BY EARTHWORK CONTRACTOR OR 0
APPROVAL OF DRIVEWAY LOCATIONS OR SIZES, PARKING LOT LAYOUT, SEWER AND WATER SUBCONTRACTOR AND PRIVATE UTILITY FRANCHISES CONCERNING UTILITY LINE BACKFILL, TO 2. THE ESC/SWPPP AND RELATED RECORDS MUST BE MADE AVAILABLE UPON REQUEST TO S
FACILITIES, BUILDING LOCATIONS, OFF-SITE DRAINAGE FACILITIES OR OTHER ITEMS NOT RELATED INCLUDE ELECTRICAL, GAS, CABLE, FIBEROPTIC AND LANDSCAPE IRRIGATION LINES. ADEQ AND THE CITY OF PRESCOTT. Q
DIRECTLY TO THE BASIC GRADING OPERATION. ADDITIONALLY, WATER AND SEWER LINES TO BE BACKFILLED AND COMPACTED IN ACCORDANCE <

WITH GENERAL ENGINEERING REQUIREMENTS SECTION AND DETAIL. 2

4. CERTIFICATION FROM THE REGISTERED CIVIL ENGINEER AND SOILS/GEOLOGICAL ENGINEER 3. THE IMPLEMENTATION OF THESE PLANS AND THE CONSTRUCTION, MAINTENANCE, K
STATING THAT THE ROUGH GRADING HAS BEEN COMPLETED PER THE APPROVED PLAN, AND A 19. AN AS-GRADED GRADING PLAN AND THE CERTIFICATION OF COMPLIANCE FORMS FOR SAID REPLACEMENT, AND UPGRADING OF THESE FACILITIES IS THE RESPONSIBILITY OF THE w
COMPACTION REPORT FROM THE SOILS ENGINEER ON ANY FILL AREAS THAT ARE REQUIRED GRADING PLAN WITH THE PROPER STAMPS AND SIGNATURES ARE TO BE SUBMITTED TO THE CITY x
SHALL BE PROVIDED PRIOR TO BUILDING PERMITS BEING ISSUED. ENGINEER PRIOR TO RELEASE OF GRADING BOND AND PRIOR TO FINAL GRADING INSPECTION. %Eullﬁgﬁoﬁgfg_:% slIJNBIIIIT%I:J[; CONSTRUCTION IS APPROVED AND A NOTICE OF &

BUILDING PAD CERTIFICATION SHALL BE SUBMITTED TO THE BUILDING DEPARTMENT WHEN . i

5. PARTIES NAMED ON ADEQ'S NOTICE OF INTENT (N.O.I.) ARE RESPONSIBLE FOR EROSION, DUST, REQUESTED.

MUD, SILT, DEBRIS, AND TEMPORARY DRAINAGE CONTROL DURING GRADING OPERATIONS AND 4, THE SCHEMATIC EROSION CONTROL MEASURES SHOWN ON THE PLANS ARE A MINIMUM.
MAY BE REQUIRED TO PROVIDE A SWPPP. 20. NO FILL SHALL BE PLACED UNTIL STRIPPING OF VEGETATION, REMOVAL OF UNSUITABLE SOILS, THE CONTRACTOR SHALL PROVIDE ALL NECESSARY MEANS TO PROTECT EXISTING
AND INSTALLATION OF SUBDRAINS (IF ANY) HAVE BEEN INSPECTED AND APPROVED BY THE SOILS

6.  ANY ON-SITE RETAINING WALLS WILL REQUIRE APPROVAL AS PART OF THESE PLANS. ANY ENGINEER. FACILITIES AND ADJACENT PROPERTIES FROM NOISE, DUST, AND STORM WATER RUNOFF
NECESSARY RETAINING WALLS ON THE PERIMETER OF THIS SITE MAY BE REQUIRED TO BE IN THROUGHOUT CONSTRUCTION OF THE PROJECT AND BUILDINGS ON LOTS, AND SHALL W oW w S Z O
PLACE AND APPROVED BY THE CITY BUILDING DEPARTMENT PRIOR TO THE START OF GRADING. A 21.  ENGINEER MUST SET GRADE STAKES FOR ALL DRAINAGE DEVICES AND OBTAIN INSPECTION CONDUCT HIS OPERATIONS IN SUCH A MANNER THAT STORM WATER WILL BE CONTAINED Hh266E Zmz?2 &
SEPARATE PLAN WITH REQUIRED STRUCTURAL CALCULATIONS MAY BE REQUESTED FOR BEFORE POURING. ON SITE OR CHANNELED INTO A STORM DRAIN SYSTEM, PROVIDED THAT IT IS FREE Y > OF B O
RETAINING WALLS. FOEZ 0SS

22.  GRADING SHALL NOT BE STARTED WITHOUT FIRST NOTIFYING CITY PUBLIC WORKS INSPECTION FROM POLLUTANTS AND DEBRIS. 7= 2 Z (;D o :"EJ

7. ANY INFRASTRUCTURE CONSTRUCTED IN THE PUBLIC RIGHT OF WAY WILL REQUIRE SEPARATE DEPARTMENT. A PRE-GRADING MEETING ON THE SITE IS REQUIRED BEFORE BEGINNING GRADING Z@m =

PLAN APPROVAL AND INSPECTION FROM THE CITY ENGINEER. ACTIVITIES BY THE FOLLOWING PEOPLE PRESENT: OWNER, GRADING CONTRACTOR, DESIGN CIVIL 5. CONTRACTOR SHALL PERMANENTLY STABILIZE ALL DISTURBED SLOPES AS STATED ON 2 LEBBE
ENGINEER, SOIL ENGINEER/GEOLOGIST, PUBLIC WORKS INSPECTOR, AND WHEN REQUIRED, THE APPROVED CONSTRUCTION PLANS. ALL EROSION CONTROL STRUCTURES SHALL REMAIN 5¥o < g k=0

8. ANY WALLS, FENCES, STRUCTURES AND/OR APPURTENANCES ADJACENT TO THIS PROJECT SHALL ARCHAEOLOGIST AND PALEONTOLOGIST. THE REQUIRED INSPECTIONS FOR GRADING WILL BE IN PLACE UNTIL EXPOSED SLOPES HAVE BEEN PERMANENTLY STABILIZED. HLHF i<y
BE PROTECTED IN PLACE. IF GRADING OPERATIONS DAMAGE OR ADVERSELY AFFECT SAID ITEMS EXPLAINED AT THE PRE-CONSTRUCTION MEETING. rwOZQ w_ >
IN'ANY WAY, THE CONTRACTOR AND/OR DEVELOPER IS RESPONSIBLE FOR WORKING OUT AN I TZo> e
ACCEPTABLE SOLUTION TO THE SATISFACTION OF THE AFFECTED PROPERTY OWNER(S). 23.  ALL EXISTING FILLS SHALL BE APPROVED AND CERTIFIED BY THE SOILS ENGINEER OR REMOVED 6. CONTRACTOR SHALL TAKE MEASURES TO PREVENT OR MINIMIZE THE GENERATION, @ Az8Z5G 8 &

PRIOR TO PLACING ADDITIONAL FILLS. EMISSION AND/OR TRANSPORT OF FUGITIVE DUST FROM CONSTRUCTION ACTIVITIES. ZN=Z0 SE XZuw>Sa

9. THE CONTRACTOR/DEVELOPER IS RESPONSIBLE FOR ENSURING THAT RETAINING WALLS DO NOT Q &5<u WO a<

gggﬁ;ﬁ;g IYI\'/I'I-E)HFF\ﬁE\X@SI; gE /l\JI:I'LII_IH'(I;IIE_%D\'/EV,_A}H_ESFI\Q)L(J%'II'NB(ES?ONSTRUCTED ON SITE AND OUTSIDE 24.  ALL TRENCH BACKFILLS SHALL BE TESTED AND APPROVED BY THE SOIL ENGINEER. 7. THIS PLAN SHALL BE IN EFFECT UNTIL ALL DISTURBED AREAS ARE PERMANENTLY G ytny, @ x
25.  THE COMPACTION REPORT AND APPROVAL FROM THE SOIL ENGINEER SHALL INDICATE THE TYPE STABILIZED, TRANSFERRED TO NEW OWNERSHIP, OR DEVELOPED UNDER FUTURE PLANS piS S SOk

10.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE THAT COMPACTION HAS BEEN ATTAINED ON OF FIELD TESTING PERFORMED. EACH TEST SHALL BE IDENTIFIED WITH THE METHOD OF WITH A NEW NOTICE OF INTENT (NOI), SWPPP, AND PERMIT. ONCE THE CONSTRUCTION <,20222 DgQ S
THE ENTIRE GRADING SITE IN ACCORDANGE WITH THE GENERAL ENGINEERING PLAN, INCLUDING OBTAINING THE IN-PLACE DENSITY, WHETHER SAND CONE OR NUCLEAR GAUGE, AND SHALL BE SO ACTIVITES HAVE BEEN COMPLETED AND THE SITE HAS MET THE FINAL STABILIZATION ZL05rIXDIZ R
?I&E gg&fﬁ\g é)’\lj,gls'\llgg JHE BUILDING PADS AND ON ALL FILL SLOPES, AND SHALL BE CERTIFIED BY NOTED FOR EACH TEST. REQUIREMENTS OF THE PERMIT, THE AUTHORIZED SITE REPRESENTATIVE MAY FILE A . r ou i 5 o 5 o8

26.  EXPORT SOIL MUST BE TRANSPORTED TO A LEGAL DUMP OR TO A PERMITTED SITE SHOWN NOTICE OR TERMINATION (NOT) WITH ADEQ, WITH A COPY SUBMITTED TO THE CITY OF = w % ww o wnOw

11 CITY APPROVAL OF PLANS DOES NOT RELIEVE THE DEVELOPER FROM THE RESPONSIBILITY FOR CLEARLY ON APPROVED PLANS. PRESCOTT ENGINEERING DIVISION TO TERMINATE COVERAGE UNDER THE PERMIT. SEREERIEERES

CORRECTION OR ERROR OR OMISSION DISCOVERED DURING CONSTRUCTION. UPON REQUEST,

THE REQUIRED PLAN REVISIONS SHALL BE PROMPTLY SUBMITTED TO THE CITY ENGINEER FOR 27.  ALL EXISTING DRAINAGE COURSES THROUGH THIS SITE SHALL REMAIN OPEN UNTIL FACILITIES TO

APPROVAL. HANDLE STORM WATER ARE APPROVED AND FUNCTIONAL; HOWEVER, IN ANY CASE, THE 8. A CONCRETE WASHOUT SHALL BE INSTALLED FOR ALL PROJECTS THAT PROPOSE L
PERMITTEE SHALL BE HELD LIABLE FOR ANY DAMAGE DUE TO OBSTRUCTING NATURAL DRAINAGE CONCRETE TO BE MIXED ON SITE OR BE DELIVERED FROM A BATCH PLANT. THE <

12, IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO CALL THE CITY ENGINEER'S OFFICE AT (928) PATTERNS. CONCRETE WASHOUT SHALL BE LOCATED A MINIMUM OF FIFTY (50) FEET FROM ANY o>
777-1140 FOR ANY REQUIRED CIVIL INSPECTION 24 HOURS PRIOR TO PERFORMING ANY WORK. DRAINAGE INFRASTRUCTURE OR NATURAL DRAINAGE FEATURES OR WATER BODIES AND —
WORK PERFORMED WITHOUT CALLING FOR INSPECTION MAY BE REJECTED AND, IF REJECTED, =
SHALL BE REMOVED SOLELY AT THE GONTRACTOR'S EXPENSE. INCORPORATE AN IMPERMEABLE LINER TO CONTAIN THE REQUIRED VOLUME. ALL DRIED z|O

CONCRETE WASTE SHALL BE BROKEN INTO MANAGEABLE PIECES AND DISPOSED OF o

13.  NO GRADING SHALL COMMENCE WITHOUT OBTAINING A GRADING PERMIT AND NOTIFYING THE OFF—SITE AT AN APPROVED FACILITY. %
CITY OF PRESCOTT OR DEVELOPER'S GRADING INSPECTOR TO SCHEDULE A PREGRADING
MEETING TWO WORKING DAYS PRIOR TO THE START OF WORK.

14.  PRIOR TO THE START OF GRADING ALL SWPPP MEASURES SHALL BE IN PLACE, ALL DEBRIS,

INCLUDING EXISTING STRUCTURES, FOOTINGS, FOUNDATIONS AND RUBBLE SHALL BE REMOVED
FROM THE SITE TO THE SATISFACTION OF THE SOILS ENGINEER.

15.  AFTER REMOVAL OF DEBRIS, ANY EXISTING FILL OR DISTURBED NATURAL SOILS SHALL BE
EXCAVATED TO THE SATISFACTION OF THE SOILS ENGINEER.

16.  THE EXPOSED SOILS SHALL THEN BE INSPECTED BY THE SOILS ENGINEER, AND ANY ADDITIONAL
OVER-EXCAVATION SHALL THEN BE MADE IN ACCORDANCE WITH THE SOILS ENGINEER'S
RECOMMENDATIONS AND AS CONTAINED IN THE SOIL'S REPORT.

GRADING AND DRAINAGE Chorles Jor . REVISED: [ DETALL No. EROSION AND SEDIMENTATION Chorles Jor . REVISED: [ DETAIL No:
CITY ENGINEER CITY ENGINEER %)
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3Sls |2 0 112 1
ANl [9\N N Yol ﬁ
5612 | 5612 IF THIS BAR DOES NOT
0+00 0+50 1+00 1+50 2+00 2450 MEASURE 1" THEN DRAWING
ITEMS ARE NOT TO SCALE
STORM CENTERLINE "
NOTICE TO CONTRACTORS: (’Call at least two full working days') ke
THE CONTRACTOR IS REQUIRED TO TAKE DUE before you begin excayation. Oy
PRECAUTIONARY MEASURES TO PROTECT THE H
UTILITY LINES SHOWN AND ANY OTHER LINES NOT > | =z
OF RECORD OR NOT SHOWN ON THESE PLANS. o 6
THE CONTRACTOR SHALL BE RESPONSIBLE FOR b
NOTIFYING "BLUE STAKE" AT 1-800-STAKE IT Dial 8-1-1 or 1-800-STAKE-IT (782-5348) |
(1-800-782-5348) TWO WORKING DAYS PRIORTO ~ \__ In Maricopa County: (602) 263-1100 J o
ANY EXCAVATION OR CONSTRUCTION. Z
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o
N - (o]
s 8l RI8
Lo
X WU =
2" CURB & GUTTER 6"| T &) _ L—L:3” 6', 10" OR 17 | 676" 42" LONG RADIUS (§D O 'E : IjI:J ©
PER DETAIL 221 || 41" 3/16” FRAME AND GRATE NOTES ELBOW TYPICAL NOTES: o) O «~ v
BOTH SIDES NOSE ANGLE L 36” N (¢ RADIUS > 2.257)
14, FRAME AND GRATING SHALL BE TESTED WING WALL RAILING VERTICAL POSTS EQUALLY SPACED VERTICAL POSTS EQUALLY SPACED 1. POSTS AND RAILS SHALL BE 1.90 INCH
SIDEWALK , \ | (WHERE APPLICABLE) 8'—0" MAXIMUM 8'—0" MAXIMUM OUTSIDE DIAMETER, HIGH STRENGTH HEAVY
GUTTER DEPRESSION 3 ‘ WHEN REQ'D. RIDGE —= FOR ACCURACY OF FIT AND SHALL BE — 4, 4, 4, 4, g A
3 : ‘ ’ LINE | ‘ TRANSITION ‘I$ LINE | MARKED IN SETS BEFORE DELIVERY INDUSTRIAL STEEL PIPE CONFORMING TO
| P N 4 . ASTM F1043 MATERIAL GROUP I1A-2 (2.72
I‘L [ TRANSITION | o D : ] ALL WELDING SHA IN ACCORDANCE LB/FT, MINIMUM YIELD STRENGTH=50(KSI)
l i I f ; | 5. ALL WELDING SHALL BE ORD OR MATERIAL GROUP IC GALVANIZED AFTER 7))
i 7 N ; S i U WITH STANDARD WELDING SPECIFICATIONS. L , . , , ~ 5 FORMING (2.28 LB/FT, MINIMUM YIELD (7)) —
__% _____ e N o i o P n - ” : 1 COPE ENDS GRIND SMOOTH N« wE STRENGTH=50 KSl) ¢
o . W i Zz 4" 3"'x 1/2"[ 16. CROSS BARS AND END BARS MAY BE POST AND RAIL (TYPICAL) PRIOR TO WELDING TYPICAL J L 2 2. PAINT RAIL PER MAG SPECIFICATIONS Z
I < | o N / T | FILLET WELDED, RESISTANCE WELDED ( : Tl glE5 SECTION 530 WHEN REQUIRED BY PLANS n'd w
; N v ' - | SURFACE g’ = s : OR ELECTOR FbRGED TO BEARING BARS R ] GRIND SN:OOTH ] [ s % e SHOP PRIME WITH RUST INHIBITING PRIMER O 2
GRATE . b T T T T __: v >|d PN | ' (TYPICAL) Yo~ E (FIELD REPAIR PRIMER AS NEEDED). COLOR ]
- ' — v = ” ” - o|_ PER PLANS.
FRAME ol I = : 8 17. ANCHORS SHALL BE 3/8” DIA. STEEL ,\ ] ] , h IS 3. VERTICAL POSTS TO BE EVENLY SPACED. ; >
s v ' : w | ROD, NO. 3 REBAR, 3/8" DIA. x 8" BOLTS & [ Pls, 4 REMOVE ALL SHARP EDGES. -
v . _ b o % n n | o OR 8” NELSON STUDS. = / TOP OF DOUBLE REINFORCED CONCRETE R ] f 5. INSTALL SAFETY RAIL AS REQUIRED BY O m 8
] — CURB SUPPORT ANCHORS v = ¢ ¢ : HEADWALL OR WINGWALL TR PLANS OR SPECIFICATIONS. -
o S - | © _I
s 7 SEE DETAIL 536—1, SECTION C-C ey . 1 Al & 6. THE EMBEDMENT FOR ANCHOR TYPES 1, 2,
; ) LT TR aa % Ir 18. ALL PARTS SHALL BE OF STRUCTURAL ) / AND 3 SHALL BE LOCATED INSIDE THE (a1] 2 a
v o 7 o Be . . , i GRADE STEEL. ANCHOR CONNECTION WALL REINFORCEMENT CAGE. ) o > dp)
v v . o - vy e ¥ C— TYPE 1, 2 OR 3 PER PLANS ” 7. SAFETY RAIL IS NOT TO BE USED AS A —
v T N S S |V" v 6" 4" L L1 ” 19. é:iL PE/:TE%SEDWFTLE%NEH&L);TB; Gﬁkl\ﬁﬁwiﬁg 4 = PEDESTRIAN BRIDGE RAIL. al @) L -
- ” 8. FOR SAFETY RAIL ON 8” BLOCK (CMU) —
FOR S/W INSTALLATION , D-—J :@? 3/8 ANCHORS — TOTAL 6 TWO FIELD COATS OF #10 PAINT. TOP OF WINGWALL ELEVATION WALLS, THE TOP COURSE SHALL BE A BOND — w Q) <
BEHIND CATCH BASIN SECTION D-D 3 FRAME DETAIL SEE NOTE NO. 17 — BEAM WITH 2—#4 LONGITUDINAL REBAR AND — Q) <
SEE DETAIL 230 \ £ TRANSITION SECTION E—E GROUT. @) I3 -
I 1 ; RAIL POST | RALL POST @) = L
- 40-1/2 e z (9] < 0O
) e 1 1/47] 47 CROSS BARS L 47 | 1/4" ” " " RAIL POST RAIL POST - . o x
3 \ /\ /4 4 4 rﬂb r4<: I — LIJ
A / ‘ APRON NOTES: ] o BEARING BARS: PIPE TO EXTEND | - e
TRANSITION A 4 o T T T T T T T T T 3-1/2" x 1/2" x 40 ! ! | ‘ 3/8 | oot 1 TR [ m
\ | | > - i e x5 X i i OF CONCRETE 3
AN | | ~ 9. APRON IS CONSTRUCTED ONLY WHEN i 1 il i Tl I I i T~ 2" C. TO C., 14 EACH 2-1/2" ® 31 /07 Ve x5 x5 | / MILD STEEL ‘ igoggogl"é%%’?(;iﬁjﬁ/zn) RN ol 06
.Y | \\ SPECIFIED ON PLANS. | S | | | / MILD STEEL PLATE ‘ PLATE ‘ - S L 0)
(N R N o % N 10.  CONCRETE IN APRON SHALL BE NOT T T T T T T T T | | ‘ 10" x 2-1/2" 1 ! - e @) >
T = LESS THAN 8” THICK. ) [T T T [T 1T 1T 1 1 ToP OF 0P OF oia. stanoro | [ofl ' |lo S 1B
+ ¢ D | | SCORING LINE D b 3 i GRS FACES AT CATCH BASIN ) T T T T T T T T END BARS: , ‘ coneReTE SRR BRoor | CONCRETE peed ] 5 FHE > =
o | | | : } o OPENING AND POINT G SHALL BE T LT T T T T T T T 23 X VA X 28m1/2 vz xe (o) L@ EPOSY MPEODED T Y SN i "7 " > euass ¢ = <
18" ! THAT OF THE EXISTING CURB FACE & | | | | | | | SECTION F—F ANCHOR BoLTs | /5] 2ot & waseers |11 1L S | > | CONCRETE O o
| | POINT G PLUS 2" OR AS OTHERWISE SHOWN. N T 1 1 i 1 | | i (2 EACH PLATE) -4 ST/T’-\’TNS{EEYSP%TZEEE - s | A
' ! 12. ELEVATION AT THE OUTER CORNERS N~ N | N | N | N | M "y & % 5" 1 )
| — - ;r OF THE LOCAL DEPRESSION SHOWN W i '; N 1 WALL REINE. g x s x sl 1 - ]
l_ i i Jl ™~ ON THE PLANS éRE FOR THE L i il T I 1T I 0 1l T géé%ﬁ'ﬁg PER PLANS wZ , | -
L T FINISHED SURFACE. N N N 1 ‘ ‘ ‘ - .
n I | 8” MIN. 8" MIN. 8" MIN. 4" MIN 4" MIN
. i i RIDGE LINE 13. SEE DETAIL 533—1 FOR ADDITIONAL
POINT N I I POINT M DIMENSIONS, REBAR PLACEMENT AND CROSS BARS: TYPE 1 TYPE 2 TYPE 3 TYPE 4 9 35
T m OTHER INFORMATION TO CONSTRUCT 1/27 DIA. x 26-1/2" ROD S et = 1TFE £ JIFE O 1TFE & = S5
—F gE'ﬁWNEDEhT TSgPASLLOEEEh?[,)\I HAEAS\[IEQSGHT GRADE CATCH BASIN. GRATE DETAIL & 10 ¢ 9 EACH ANCHOR PLATE DETAIL EXPANSION BOLT DETAIL PIPE SLEEVE DETAIL GROUND INSTALLATION DETAIL a% 5% s
. g ) g £5 |
PLAN VIEW M SEE PLANS FOR ANCHORAGE DETAILS FOR ATTACHMENT TO SINGULARLY REINFORCED AND NON-—REINFORCED WALLS. 4 \[E o —§ o) o
PLAN VIEW 5 L3 35#3 3
DETAIL NO. REVISED DETAIL NO. DETAIL NO. REVISED DETAIL NO. DETAIL NO. REVISED DETAIL NO. RN QO Tan|X
MARICOPA STANDARD DETAL|  AbRON FOR TYPE 'D’ CATCH BASIN AMamicora  STANDARD DETAIL FRAME, A;ND GRATE mamcora  STANDARD DETAIL 02 g8 $5E(0
o
533-2 | /AlNrsscmmene ” TENGLISH o1-01-1999 | 533—2 533—3 | AN s eaeNet. ENGLISH FOR TYPE 'D’ CATCH BASIN 01-01-2007 | 533—3 145 NS et ENGLISH SAFETY RAIL o-o1-2020 [ 145 s8R IE 1598
— ~ 8 223 o
=N~ - 58
N TS
1/4” MORTAR INVERT GRADE SET BY B f“ @’60.'? E §§ :
PLASTERED ZL 2" MORTAR 5 | MORTAR = ToP » 3 T 3 T 1=3,6,100R17 _ (8 3 Z 5 % §5¢
ENGINEER OR BY Sko ALASTER CAP . DITCH 1/4” MORTAR ToP [ ‘ ‘ O 2. =53y
WALL S.R.V.W.U.A. ENGINEERS PLASTERED WALL DITCH C&G NOB BARS AT 6" C &G T 2§ w9 =3 h Q
§§ IN THEIR LATERALS S R , : : 4 5 4 —h TRANSITION -B C TRANSITION . Lo 2% e )
\}’\ ’ L c L L 8” BLOCK (SEE NOTE 5) OR ~ , NO. 3 REBAR, 6” | SUMP WING BASIN | © SEEREE O s 12 O
I e ae g 1 6" REINF. CONCRETE (SEE NOTE 4) 2B N Iy 1'..1_:_,'-.:...:_' S C T0 C, SEE ! ! S E %
S N \ ! 4 - B
= e L B ‘ \ — CUTTER PER DETAL o\ ZN 3T 1 1N 1 _1_1_1.4::1;‘;4/ A REINFORCEMENT Frteotasdedan el sasl L
: z A ‘ ‘ . ; RS Y T A I O | _k DETAIL r U < o
E =7 ‘ AN ' : | Sy g — -r13—| | CONSTRUCTION JOINT i .\ 2 .,
to s 147 I : ! FTI70T T ITI TTT T T | : P
- SR N | BLOCKH E ! g A e pa B ST SRl S e S SEE NOTE NO. 7 b2 = 3
R WING \ \ RE‘NFJ/AQ § | /4 - - VAN N N 6 I —— 1' 3 R 20:1 }‘_ | = %Df ol
. 5 | : o . L v 7~ o i — -~ £
ol U TYPE CONC:| s WALL BLOCKS TO BE & - v - 47 R TYP. 24" [ el s S|
S R =N s , iR - s Bs I L_NO.4 BAR i o & Qla v
SlE _é;l_ [ FL E 8"x8"x16 E N « | R oA iy o
o e TR N [ O T | N e | U (S Ne—— [ . ’ © | M N
——— N N +4— v . 3 — o
_ /IQ . \;// ( w / 5 ) ;i MORTAR PLASTER . . ti \ —/ { §O : S % <
0 < z , f | NOSE ANGLE S =
L‘ | N— J; = FOOTING BLOCKS TO ] G TRANSITION ] SEE DETAIL 5361 oo SECTION A—A © Z 3
© - o= BE 8°x8'x16". | el Tr) “—CURB SUPPORT ANCHORS SECTION C-C .
SEE DETAIL "A" 2-NO. 4 REINF. BARS LAID HORIZ 16" FILL ALL CORES WITH , - : -B 3—6" MAX. SPACING
—NO. : : : GROUT MIX 1:3. “‘ L - -
16” s DETAIL 501-2 IN 2 PLACES AS SHOWN < | | | | | L e GRATE AND FRAME SEE DETAIL 536-1, SECTION C-C
5 ‘ | | | L ot DETAL 53379 NOTE: REINFORCING BARS SHOWN ARE FOR ROOF SLAB ONLY.
CLASS A" SECTION B—B (SEE NOTE 2) SEE NOTE NO. 5 AND SECTIONS FOR OTHER REINFORCING. 1
o
CONCRETE ANGLE OF HEADWALL NOTES: PLAN VIEW q
é§C$EF§25 — ;PPEMEET 0.D. OF FOOTING DOUBLE PIPE HEADWALL ELEVATION 1. SINGLE C.B. (ILLUSTRATED), SUMP DIMENSIONS R
(SEE NOTE 1) A | L® ‘ CONCRETE MASONRY UNITS (BLOCK) WITH WING BASIN UPSTREAM. V= 33" MIN. WHEN L = 3' a
T — - HEADWALLS JOINED WITH CEMENT 2. DOUBLE C.B. SUMP WITH SYMMETRICAL V= 35" MIN. WHEN L — & &
Nis SPRAY BANDS \ | MORTAR PLASTERED BOTH SIDES WING BASINS EACH SIDE. V = 3-7" MIN. WHEN L = 10’ &
sl ey WITH CURING " =T ] s=1/2 L'MN, OF WALL FULL HEIGHT AND SHALL 3. PIPES CAN BE PLACED IN ANY WALL ) ~ V= 2—0" MIN. WHEN L = 17 )
i COMP. - ' 707 L'MAX. BE CURED PER SECT. 726. EXCEPT WALL ADJACENT TO A WING %o % - ,
13 \ BASIN. PIPE SHALL BE TRIMMED TO ; S} T = 6" WHEN V IS LESS THAN 8
+§____l_4_=}’\ (: _____ — ] —7 JL-__ HEADWALL DlMENSIONS FINAL SHAPE AND LENGTH BEFORE NO.3 REBAR 6"/ v (2 T = S;EVXHTEF[\?‘ ¥H[ASNE§’UAL TO OR
CONCRETE IS PLACED. : . ' &
: 11 e /S — NOTES: KNOMINAL| 1 20 3| 4| 5 w 4. SUMP FLOOR SHALL HAVE A WOOD CENFOBCEMENT >12 H = CURB AESHT PRIOR TO THE
| Q BLOCK DITCH BANK NOTES! PIPE SIZE TROWEL FINISH AND A MIN. SLOPE RETH] WO L > ZW=0 >
——— —— -t —— (SEE NOTE 2) — . o T [T 35 [0=0l7=10 N OF 4:1 IN ALL DIRECTIONS TOWARD L : : ' o wzooOEgmIzE
— 1. ALL CONCRETE SHALL BE CLASS 'A’ PER _ —4 {2-013-8 10104210 < —— PIPE OUTLET PIPE. WALL REINFORCEMENT— 2 T, -OF » O
I ! SECTION 505 AND 725. 15 2-0"12-8"14-0"]1-0"|3-0 T REINF e I—DEZ OJ1O>uw
| | o~ NO.4 REINF. BAR FULL > g 5 g 0 n m 0 m 0 m (\“ 5. ALL REFORCING BARS SHALL BE NO.4 SEE NOTE NO. 5 MRS : . D =W xOI>WLT
| ~ N : : 30" MIN 2. CONCRETE MASONRY UNITS (BLOCK) PER 18 2-0 13-8"14-8"|1-2"|3-4 I — T 7 ) 18” C TO C BOTH WAYS AND 1-1/2" BT ; 5 9 ORF>HEISEE
7 | L1 4 LENGTH IN EACH CORE. 45 MAX = — T e e = N\ = CLEAR TO INSIDE OF S AND RS R ¥ ’-=—=-‘ <L ETZ
A " i CORES TO BE FILLED SECTIONS 510, 775 AND 776. 21 2-8"|4-0"|5-4"|1-3"]3'-8 . < LEA NSI WALLS AN = S SuLo®hS >
BLOCK I ! CLASS A 3. CONCRETE REINFORCEMENT SHALL BE NO.4 247 _[2-8 |40 |54 |1-6[3-11" QUTSIDE WING BASIN FLOOR EXCEPT A=l NO BOTTOM olZ GxhE<z 2o
(SEE NOTE 2) | | CONC. AS PER [ | WITH GROUT MIX 1:3 REINF. CONC. l\ : i : = S M I S S o £ AS SHOWN. SEE SECT. 727. REINFORCING = NO.3 BAR— = OCmE Q Wi <Z,:_.
| | SECT. 725 P CLASS "A” BAR 12" 0.C. BOTH WAYS. 30 2-8" [5-4"[6-8"[1-10"] 47 . CONNECTOR PIPE Lo OfETZ
(SEE NOTE 1) R PER SECT. 725 4. FOR WALLS REQUIRING SAFETY RAIL, MIN. 36" |5-4 |6-8|8-0|1-10]5-2" PIPE SIZE w 6. fbr CONCRETE SHALL BE CLASS ‘A, SEE NOTE NO. 3 rwl= z@'-g'f'ﬂgé
WALL THICKNESS IS 8”. SEE DETAIL 145 FOR 427 4-0"[8-0"[9-4"[2°—2"[5-9" o ” ” _ P 4-1/2" | NZ25F =
e & 12 — 21" INCL. 1 7. CONSTRUCTION JOINTS SHALL BE SECTION B—B 2-2 N el 0 _Eo
STRAIGHT TYPE L TYPE & ADDITIONAL REQUIREMENTS. * NOMINAL PIPE SIZE GIVEN FOR REINFORCED 24” — 42" INCL. 13" PLACED TO MEET FIELD CONDITIONS. I \ % 2 Z3 xox 53
NOTES: U’ TYPE = 5. FOR BLOCK WALLS REQUIRING SAFETY RAIL, CONC. PIPE. N 6 ALL EXPOSED STEEL SHALL BE gs<d "a% o
1. FOR WALLS REQUIRING SAFETY RAIL, MIN. WALL THICKNESS IS 8. PLAN SEE DETAIL 145, NOTE 8. DETAIL A~ " GALVANIZED OR PAINTED WITH ONE REINFORCEMENT DETAIL Wwhanbay,, 9PE
SEE DETAIL 145 FOR ADDITIONAL REQUIREMENTS. SHOP COAT OF # PAINT AND TWO wilso soLYwEE
2. FOR BLOCK WALLS REQUIRING SAFETY RAIL, SEE DETAIL 145, NOTE 8. FIELD COATS OF #10 PAINT. < 582,32 @ 29
=005 T DI
DETAIL NO. REVISED DETAIL NO. DETAIL NO. REVISED DETAIL NO. o <0
DETAIL NO. MARICOBA STANDARD DETAIL REVISED DETAIL NO. MARICOPA STANDARD DETAIL MARICOPA STANDARD DETAIL ’ L E,RUW 8 & % hgw
NG HEADWALL 5012 | AL EEE e > ENGLISH HEADWALL 501—2 P NG CATCH BASIN TYPE 'D 1011908 uEo<oER oha Y
501 —1 f—'@é’%. GOVERNMENTS EN Gl_l SH 01—-01-2020 501 —1 - Arsag GOVERNMENTS 01-01-2020 0 - 533—1 & GOVERNMENTS EN Gl_l SH R 533—1 5 I':::J 5 I':::J I:'Il:J 8 & If::J & 8 I:'Il:J &
ZFoFFQO<FXIFO
L
2
PRIOR TO REMOVALS, SAWCUT NEAT LINE 1’ MIN. Qs>
BACK FROM TRENCH EDGE ON BOTH SIDES. IF 4" x 2" STEEL SPACERS (-
DURING CONSTRUCTION THE TRENCH EDGE WIDENS, MANHOLE FRAME AND COVER >0
THEN SAWCUT NEAT LINE 1 MIN BACK OF THE PER AGENCY REQUIREMENTS g
VERTICAL CURB AND GUTTER ROLL CURB AND GUTTER MAXIMUM TRENCH EDGE. o
(TYPE A) (TYPE C) : TRENCH WIDTH : RIPRAP D50 = PER PLANS
AR A coLD ~ = 7 0) 1" MIN. SEE_PLANS 1" MIN. #4 REBAR
JOINT i i i i HOOP NOTES: TOP OF RIPRAP = FINISHED GRADE
24" ROADWAY 1/2" R -
< Lo 1" WIDTH 24" ROADWAY 9 1. SPACERS SHALL BE STEEL OR APPROVED EQUAL. THICKNESS = 2X D50 (N”N)
) ———l 12" 1 /om 4 /o ” WIDTH EXISTING PAVEMENT 2. A MINIMUM OF FOUR SPACERS SHALL
BROOM_FINISH 9-1/2" _\_ o-1/2] S N OF ROADWAY BE USED AND EQUALLY SPACED, -
oA « | N | MAXIMUM 4” THICKNESS. U
. A . g‘éﬁ:%%E"TAEA" g‘o?:.‘ 2 - 3. AN INTERNAL FORM SHALL BE USED GEOSYNTHETIC FABRIC ~7=%= =~
. _ TO PREVENT CONCRETE FROM FALLING
: ‘ 1T CONCRETE COLLAR INTO MANHOLE. OO
L 5 . :
4 ] e : 12" THICK 4. A MINIMUM OF ONE RISER RING SHALL PER PLANS
> N e RIBBON CURB e BE USED. - o
. RISOUR _LURE LR A SUBGRADE
L ' (TYPE B) Z
N 1/2" BATTER | a
1/2" BATTER |__= 1 PAVEMENT REQUIRED (D PAVEMENT CUTS 3’ OR LESS FROM LIP OF GUTTER o
NOTES: REQUIRED - OR EDGE OF PAVEMENT SHALL REQUIRE FULL (B) PLACE CAUTION TAPE AT 12" ABOVE PIPE. ] n
LALSA Lt P SLOPE — REMOVAL OF PAVEMENT AND REPLACEMENT TO MATCH o Z
1. ALL EXPOSED SURFACES TO . SEE NOTE 2 EXISTING SECTION, 4” MIN. PERPENDICULAR PAVEMENT @ TACK EDGE OF SAWCUT WITH SSTH WHEN PAVING. @)
BE TROWEL FINISHED EXCEPT AS /2" R 247 \ RORIWAY CUTS WITHIN 20° OF AN EXISTING CUT MUST BE N (TYP.) =
SHOWN. SEE MAG SECT. 340 & 505 & 725 —t= REPLACED AS ONE PATCH BY MILLING AND REPLACING - PLAN <
2. HEIGHT OF TYPE A’ CURB SHALL S \ coLD A MINIMUM OF 1.5” DEPTH BETWEEN OUTSIDE EDGES (B) ASPHALT PAVEMENT PER MAG SPECIFICATION 710. 4” BROOM FINISH WITH RADIALLY SCORED Rl PRAP SPLASH PAD =
BE 6" UNLESS SPECIFIED ON PLANS RRRPRENEERE SoNT PVMT. FLUSH OF THE MULTIPLE CUTS. ol (® M OR WATER EXSTNG, WHICHEVER 1S GREATER: JOINTS (4 MIN.) NOT TO SCALE H:J
3. ?gNm?((IZM'I'IUC;;\I JOINT SPACING % . ) : C 1/2" R WIEHU'HEROF @ MATCH EXISTING PAVEMENT STRUCTURAL SECTION OR 5 (9) CRACK SEAL JOINT PER MAG SECT. 337 AFTER FRAME, COVER AND
‘ S e , 24" 4" MIN AC TO BE INSTALLED IN TWO LIFTS OVER 8” s / PAVING. CONCRETE SHALL BE 4" RADIUS
4. EXPANSION JOINTS AS PER MAG Y R 9-1/2" / 9-1/2"_ | 5" MIN ABC COMPACTED TO 95% OF STANDARD PROCTOR T SURFACE 1/87-3/8" BELOW PAVEMENT FINISH GRADE
SECT. 340 50° MAX. AND AT P.C., : 7 =7 DENSITY, WHICHEVER IS GREATER. IN UNPAVED AREAS, w|Z / COURSE '\ 4 & UNPAVED ROA’DS
DWY., ALLEYS & STRUCTURES CLASS "AA” CONCRETE PER— Ea 2 :, MATCH EXISTING SURFACE MATERIAL AND DEPTH. 1= — . y
» MAG STD. SPECIFICATIONS oo FLOW 23N E
5. 4" MINIMUM OF ABC COMPACTED 95% Tl ) a wL _/ NOTE: BEDDING, SHADING, AND BACKFILL SHALL BE AR AN - \\ FOR oFFae.
PROCTOR SHALL EXTEND TO BACK OF SECT. 505 & 725 /o R e — (3 BACKFILL TRENCHES PER THE TABLE BELOW. WIDTH PER NOTE: BEDDING, SHADING, AND BACKFILL SHALL & e j e /" FOR OFFSITE " 1
CURB BELOW ALL CURB & GUTTER. ' TBATTER of |42/ iCLASS "AA" MAG SECT. 601 D—698. MIN. 1 TEST PER LIFT PER 200'. EXPOSED P N\ NN 12" MANHOLES 0
Af o . (@) GRANULAR BEDDING/SHADING MATERIAL SHALL BE PER L . .
6. WHEN THE ADJACENT PAVEMENT SECTION SLOPES NOTES: REQUIRED v/« "+ CONGRETE . L ) VAG SECT. 601 WIH 100% PASSING 1" SIEVE SUBGRADE TO BE COMPACTED TO 95% PROCTOR I R SN A ﬁ
AWAY FROM THE GUTTER, THE SLOPE OF THE e "a ' . ' DENSITY PER ASTM D—698. PAVED SURFACE TO BE A - | ™~— ADJUSTING RINGS : AR
GUTTER PAN SHALL MATCH PAVEMENT CROSS SLOPE. 1. CONSTRUCT CURB AND INSTALL e e S : MAXIMUM 10 P.I.. THE COMBINATION OF PERCENT COMPACTED To 95% MARSHALL DENSITY PER ASTM e . IF THIS BAR DOES NOT
., 1/2" MASTIC_EXPANSION JOINTS, - MATERIAL PASSING THROUGH #200 PLUS P.l. SHALL Trench to C/L RS g Ve R
7. }Lilp ROUND FINISH SHALL BE REQUIRED AT A.S.TM. D—1751 AND MAG SECT. 340. V 1/2° BATTER 4 NOT EXCEED 22. Street Surface Parallel Perpendicular : A 100% D—698 MEASURE 1" THEN DRAWING
’ ) 2. RIBBON CURB MAY SLOPE REQUIRED - Existi ABC P % Sack CLSM MAX. 12" LOOSE
8. FINAL PAVEMENT SURFACE SHALL BE J%” ABOVE TOWARDS PAVEMENT OR (©) INSTALL TRACER WIRE PER QUAD CITY STANDARD Paved MAG 702 per MAG 728 LIFTS OR 1 SACK ITEMS ARE NOT TO SCALE
GUTTERS EXCEPT TYPE D AND WHERE GUTTER PARKWAY AS INDICATED (TYPE D) DETAIL 319Q—1 ATTACHED TO TOP OF PIPE WITH 10 SECTION CLSM.
SLOPES TOWARD PAVEMENT. ON PLANS. SPECIAL SECT. USE FOR HIGH MIL PYC TAPE ON © CENTERS ON ALL AGENCY Surfhoe ¢ 3" Minus Screened Nati -
9. 3 — %°X12” DOWELS SHALL BE PLACED WHEN SIDE CURB WITH SHEET DRAINAGE UTIUTIES EXCEPT GITY OF PRESCOTT GRAVITY SEWER Surfage or inus, Screened Native NOTICE TO CONTRACTORS: (’Call at least two full working days') b
ATTACHING NEW CURB TO EXISTING CURB. REVERSE FLOW ACROSS STREET : Construction THE CONTRACTOR IS REQUIRED TO TAKE DUE before you begin excayation. O |y
PRECAUTIONARY MEASURES TO PROTECT THE H
REVISED: |DETAIL No. REVISED: |DETAIL No. REVISED: |DETAIL No. UTILITY LINES SHOWN AND ANY OTHER LINES NOT >z
QUAD CITY STANDARD DETAIL CURB AND GUTTER TYPES A, B, C AND D ome | 22001 QUAD CITY STANDARD DETAIL | TRENCH BACKFILL AND SURFACE REPLACEMENT x17 | 200Q-1 QUAD CITY STANDARD DETAIL MANHOLE FRAME ADJUSTMENT x17 | 422Q OF RECORD OR NOT SHOWN ON THESE PLANS, © o
THE CONTRACTOR SHALL BE RESPONSIBLE FOR b
NOTIFYING "BLUE STAKE" AT 1-800-STAKE IT Dial 8-1-1 or 1-800-STAKE-IT (782-5348) w
(1-800-782-5348) TWO WORKING DAYS PRIORTO~ \__ In Maricopa County: (602) 263-1100 J o)
ANY EXCAVATION OR CONSTRUCTION. Z

CIP# 2206-001



